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調光控制系統/Dimming Control

H(m)
1
2
3
4
5

1877
469
208
117
75

0.2
0.9
2.0
3.6
5.6

En(lx) S(sq.m)H(m)
1
2
3
4
5

3112
778
345
194
124

0.1
0.4
1.0
1.8
2.8

En(lx) S(sq.m) H(m)
1
2
3
4
5

1409
352
156
88
56

0.3
1.3
2.9
5.2
8.1

En(lx) S(sq.m)

配光曲線圖/Light pattern

規格/Technical Specifications

D1-1

輸⼊電壓:220-240V 50Hz

LED功率:10W

光通量:550lm

材質:鋁

光束⻆:20°/30°/36°

顯示指數:≥90

Input Voltage:220-240V 50Hz

LED Power:10W

Luminous Flux:550lm

Material:Aluminum

BA.:20°/30°/36°

CRI:≥90

線圖/Dimensions

光學配件/Optical Accessories

多彩
Colorful

⿊⾊
Black

⽩鉻
Chrome

DALI0-10V定電流
non-dim

可控硅
Triac

35

80mm

93

120
⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

IP20 20°

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable
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調光控制系統/Dimming Control

配光曲線圖/Light pattern

規格/Technical Specifications

光學配件/Optical Accessories

輸⼊電壓:220-240V 50Hz

LED功率:10W

光通量:400lm

材質:鋁

光束⻆:20°/30°/36°

Input Voltage:220-240V 50Hz

LED Power:10W

Luminous Flux:400lm

Material:Aluminum

BA.:20°/30°/36°

線圖/DimensionsApollo Series

D1-2

R1
3

H(m)
1
2
3
4
5

1385
346
153
86
55

0.2
0.9
2.0
3.5
5.4

En(lx) S(sq.m)H(m)
1
2
3
4
5

2176
544
241
136
87

0.1
0.5
1.1
1.9
3.0

En(lx) S(sq.m) H(m)
1
2
3
4
5

1131
282
125
70
48

0.3
1.3
2.8
5.0
7.8

En(lx) S(sq.m)

多彩
Colorful

⿊⾊
Black

⽩鉻
Chrome

DALI0-10V定電流
non-dim

可控硅
Triac

93

120
⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

80mm

IP20 20°

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable
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調光控制系統/Dimming Control

H(m)
1
2
3
4
5

2112
528
234
132
84

0.2
0.9
2.1
3.8
5.9

En(lx) S(sq.m)H(m)
1
2
3
4
5

2822
705
313
176
112

0.1
0.4
1.0
1.8
2.8

En(lx) S(sq.m) H(m)
1
2
3
4
5

1607
401
178
100
64

0.4
1.6
3.7
6.6

10.3

En(lx) S(sq.m)

配光曲線圖/Light pattern

規格/Technical Specifications

光學配件/Optical Accessories

D1-3

輸⼊電壓:220-240V 50Hz

LED功率:10W

光通量:700lm

材質:鋁

光束⻆:20°/30°/40°

Input Voltage:220-240V 50Hz

LED Power:10W

Luminous Flux:700lm

Material:Aluminum

BA.:20°/30°/40°

線圖/Dimensions

68

93

106.5

多彩
Colorful

⿊⾊
Black

⽩鉻
Chrome

DALI0-10V定電流
non-dim

可控硅
Triac

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable

80mm

IP20 20°



Apollo Series

D1-4
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調光控制系統/Dimming Control

配光曲線圖/Light pattern

規格/Technical Specifications

輸⼊電壓:220-240V 50Hz

LED功率:10W

光通量:750lm

材質:鋁

光束⻆:18°/30°/40°

顯示指數:≥90

Input Voltage:220-240V 50Hz

LED Power:10W

Luminous Flux:750lm

Material:Aluminum

BA.:18°/30°/40°

CRI:≥90

線圖/Dimensions

120

88.4

100x100mm

H(m)
1
2
3
4
5

2211
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245
138
88

0.2
0.9
2.0
3.6
5.6

En(lx) S(sq.m)H(m)
1
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3
4
5
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443
249
159

0.1
0.4
0.8
1.4
2.2

En(lx) S(sq.m) H(m)
1
2
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4
5

1603
400
178
100
64

0.4
1.6
3.6
6.4

10.0

En(lx) S(sq.m)

DALI0-10V定電流
non-dim

可控硅
Triac

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable

IP20 355° 20°
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Apollo Series
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調光控制系統/Dimming Control

H(m)
1
2
3
4
5

2313
578
257
144
92

0.2
0.9
2.0
3.6
5.6

En(lx) S(sq.m)H(m)
1
2
3
4
5

4272
1068
474
267
170

0.1
0.3
0.8
1.4
2.1

En(lx) S(sq.m) H(m)
1
2
3
4
5

1667
416
185
104
66

0.4
1.6
3.6
6.5

10.1

En(lx) S(sq.m)

配光曲線圖/Light pattern

規格/Technical Specifications

D1-5

輸⼊電壓:220-240V 50Hz

LED功率:10W

光通量:750lm

材質:鋁

光束⻆:18°/30°/40°

Input Voltage:220-240V 50Hz

LED Power:10W

Luminous Flux:750lm

Material:Aluminum

BA.18°/30°/40°

線圖/Dimensions

105mm

120

87.5

DALI0-10V定電流
non-dim

可控硅
Triac

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable

IP20 20°
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調光控制系統/Dimming Control

配光曲線圖/Light pattern

規格/Technical Specifications

輸⼊電壓:220-240V 50Hz

LED功率:10W

光通量:700lm

材質:鋁

光束⻆:18°/30°/40°

Input Voltage:220-240V 50Hz

LED Power:10W

Luminous Flux:700lm

Material:Aluminum

BA.:18°/30°/40°

線圖/DimensionsApollo Series

D1-6

H(m)
1
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4
5
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552
245
138
88

0.2
0.9
1.9
3.5
5.4

En(lx) S(sq.m)H(m)
1
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249
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0.1
0.3
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1.3
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En(lx) S(sq.m) H(m)
1
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4
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176
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63

0.4
1.6
3.7
6.6

10.3

En(lx) S(sq.m)

99

128.5

DALI0-10V定電流
non-dim

可控硅
Triac

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

85mm

IP20

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable
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調光控制系統/Dimming Control

H(m)
1
2
3
4
5

2178
544
242
136
87

0.2
0.8
1.8
3.2
4.9

En(lx) S(sq.m)H(m)
1
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En(lx) S(sq.m) H(m)
1
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1713
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0.4
1.5
3.3
5.9
9.2

En(lx) S(sq.m)

配光曲線圖/Light pattern

規格/Technical Specifications

D1-7

輸⼊電壓:220-240V 50Hz

LED功率:10W

光通量:650lm

材質:鋁

光束⻆:15°/24°/36°

Input Voltage:220-240V 50Hz

LED Power:10W

Luminous Flux:650lm

Material:Aluminum

BA.:15°/24°/36°

線圖/Dimensions

DALI0-10V定電流
non-dim

可控硅
Triac

93

120

D
ow

n light

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

IP20 20°

80mm

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable
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調光控制系統/Dimming Control

H(m)
1
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3
4
5
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2045
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327

0.1
0.6
1.3
2.3
3.6

En(lx) S(sq.m)H(m)
1
2
3
4
5

10767
2691
1196
672
430

0.1
0.4
0.9
1.7
2.6

En(lx) S(sq.m) H(m)
1
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4
5

3349
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209
133

0.5
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4.7
8.4

13.1

En(lx) S(sq.m)

配光曲線圖/Light pattern

規格/Technical Specifications

D3-1

輸⼊電壓:220-240V 50Hz

LED功率:24W

光通量:1850lm

材質:鋁

光束⻆:18°/24°/45°

Input Voltage:220-240V 50Hz

LED Power:24W

Luminous Flux:1850lm

Material:Aluminum

BA.:18°/24°/45°

線圖/Dimensions

145

137.5

光學配件/Optical Accessories

多彩
Colorful

⿊⾊
Black

⽩鉻
Chrome

DALI0-10V定電流
non-dim

可控硅
Triac

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

IP20 20°

125mm

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable



調光控制系統/Dimming Control

配光曲線圖/Light pattern

規格/Technical Specifications

輸⼊電壓:220-240V 50Hz

LED功率:24W

光通量:1820lm

材質:鋁

光束⻆:24°/45°

Input Voltage:220-240V 50Hz

LED Power:24W

Luminous Flux:1820lm

Material:Aluminum

BA.:24°/45°

線圖/DimensionsApollo Series

D3-2
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H(m)
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0.1
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1.0
1.8
2.9

En(lx) S(sq.m) H(m)
1
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3
4
5

3184
796
353
199
127

0.5
2.0
4.6
8.2

12.8

En(lx) S(sq.m)

145

147

DALI0-10V定電流
non-dim

可控硅
Triac

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

125mm

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable

IP20 20°
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調光控制系統/Dimming Control

H(m)
1
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4
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10556
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1172
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422

0.2
0.7
1.6
2.9
4.5

En(lx) S(sq.m)H(m)
1
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4
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0.1
0.3
0.7
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En(lx) S(sq.m) H(m)
1
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4
5

6454
1613
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258

0.4
1.6
3.6
6.4
9.9

En(lx) S(sq.m)

配光曲線圖/Light pattern

規格/Technical Specifications

D4-1

輸⼊電壓:220-240V 50Hz

LED功率:35W

光通量:2700lm

材質:鋁

光束⻆:15°/24°/36°

Input Voltage:220-240V 50Hz

LED Power:35W

Luminous Flux:2700lm

Material:Aluminum

BA.:15°/24°/36°

線圖/Dimensions

DALI0-10V定電流
non-dim

可控硅
Triac

170

173

光學配件/Optical Accessories

多彩
Colorful

⿊⾊
Black

⽩鉻
Chrome

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

155mm

IP20 20°

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable
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調光控制系統/Dimming Control

配光曲線圖/Light pattern

規格/Technical Specifications

輸⼊電壓:220-240V 50Hz

LED功率:35W

光通量:2800lm

材質:鋁

光束⻆:15°/24°/36°

Input Voltage:220-240V 50Hz

LED Power:35W

Luminous Flux:2800lm

Material:Aluminum

BA.:15°/24°/36°

線圖/DimensionsApollo Series

D4-2

H(m)
1
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4
5

10575
2643
1175
660
423

0.2
0.7
1.6
2.9
4.5

En(lx) S(sq.m)H(m)
1
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4
5

17751
4437
1972
1109
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0.1
0.3
0.8
1.4
2.1

En(lx) S(sq.m) H(m)
1
2
3
4
5
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1581
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252

0.4
1.6
3.6
6.4

10.0

En(lx) S(sq.m)

DALI0-10V定電流
non-dim

可控硅
Triac

170

162

⿊⾊/Black

⽩⾊/White

灰⾊/Grey

D
ow

n light

155mm

IP20 20°

顯示指數:≥90

CRI:≥90

⾊溫:2700K/3000K/4000K/雙⾊溫

CCT:2700K/3000K/4000K/Tunable


